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5.11.1, 2, 3; 6-5.11.5; and 6-5.11.8 of NFPA
302.

(ii) The use or stowage of stoves with
attached cylinders is prohibited as
specified in paragraph 6-5.1 of NFPA
302.

§169.705 Mooring equipment.

Each vessel must be fitted with
ground tackle and hawsers deemed nec-
essary by the Officer in Charge, Marine
Inspection, depending upon the size of
the vessel and the waters on which it
operates.

§169.709 Compass.

(a) Bach vessel must be fitted with a
magnetic steering compass.

(b) Each vessel certificated for ex-
posed water service must have an
emergency compass in addition to the
one required in paragraph (a).

§169.711 Emergency lighting.

(a) Each vessel must be equipped
with a suitable number of portable bat-
tery lights.

(b) Each vessel of 100 gross tons and
over must satisfy the emergency light-
ing requirements for a miscellaneous
self-propelled vessel as contained in
part 112 of this chapter.

(c) Each vessel of less than 100 gross
tons that has accommodation spaces
located below the main deck must have
permanently installed lighting which is
connected to a single emergency power
source or permanently installed, relay-
controlled, battery-operated lanterns.
The lighting or lanterns must be fitted
along the avenues of escape, in the
wheelhouse, and in the engine compart-
ment.

(1) A single emergency power source,
if provided, must be independent of the
normal power source and must be ei-
ther a generator or a storage battery.

(d) The emergency power source and
batteries for individual, battery-oper-
ated, lanterns must have the capacity
to supply all connected loads simulta-
neously for at least 6 hours of contin-
uous operations. If the emergency
lighting is provided by battery power,
then an automatic battery charger
that maintains the battery(s) in a fully
charged condition must be provided.
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§169.717

(e) The emergency lighting system
must be capable of being fully acti-
vated from a single location.

§169.713 Engineroom communication
system.

An efficient communication system
must be provided between the principal
steering station and the engineroom on
vessels which are not equipped with pi-
lothouse controls if, in the opinion of
the Officer in Charge, Marine Inspec-
tion, this is necessary for proper oper-
ation of the vessel.

§169.715 Radio.

(a) Radiotelegraph and radio-
telephone installations are required on
certain vessels. Details of these re-
quirements and the details of the in-
stallations are contained in regulations
of the Federal Communications Com-
mission (FCC) in Title 47, Code of Fed-
eral Regulations, part 83.

(b) A valid certificate issued by the
FCC is evidence that the radio installa-
tion is in compliance with the require-
ments of that agency.

§169.717

(a) Bach vessel greater than 120 feet
but less than 150 feet in length must
carry one fireman’s outfit consisting
of—

(1) One pressure-demand, open-cir-
cuit, self-contained breathing appa-
ratus, approved by the Mine Safety and
Health Administration (MSHA) and by
the National Institute for Occupational
Safety and Health (NIOSH) and having
at a minimum a 30-minute air supply
and a full facepiece; but a self-con-
tained compressed-air breathing appa-
ratus previously approved by MSHA
and NIOSH under part 160, subpart
160.011, of this chapter may continue in
use as required equipment if it was
part of the vessel’s equipment on No-
vember 23, 1992, and as long as it is
maintained in good condition to the
satisfaction of the Officer in Charge,
Marine Inspection;

(2) One lifeline with a belt or a suit-
able harness;

(3) One approved flame safety lamp;

(4) One flashlight listed by an inde-
pendent testing laboratory as suitable
for use in hazardous locations;

(5) One fire ax;

Fireman’s outfit.
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